
ICARUS
ICARUS

ICARUS DYNAMIC

ICARUS

ICARUS

ICARUS
ICARUS 45.14 - GD ICARUS 45.17 - GD ICARUS 60.18 - GD

4500 kg (9921 lb) 4500 kg (9921 lb) 6000 kg (13228 lb)

13,4 m (44,0 ft) 16,4 m (53,8 ft) 17,8 m (58,4 ft)

25 km/h (15,5 mph) 25 km/h (15,5 mph) 25 km/h (15,5 mph)

10690 kg (23567 lb) 11430 kg (25199 lb) 14600 kg (32187 lb)

54,6 kW (73 HP) 54,6 kW (73 HP) 54,6 kW (73 HP)

2600 rpm 2600 rpm 2600 rpm

102 l/min (26,9 gal/min) 102 l/min (26,9 gal/min) 102 l/min (26,9 gal/min)

ICARUS 45.14 DYNAMIC - GD ICARUS 45.17 DYNAMIC - GD ICARUS 60.18 DYNAMIC - GD

4500 kg (9921 lb) 4500 kg (9921 lb) 6000 kg (13228 lb)

13,4 m (44,0 ft) 16,4 m (53,8 ft) 17,8 m (58,4 ft)

38 km/h (23,6 mph) 38 km/h (23,6 mph) 30 km/h (18,6 mph)

12100 kg (26676 lb) 13000 kg (28660 lb) 14750 kg (32518 lb)

85,1 kW (114 HP) 85,1 kW (114 HP) 85,1 kW (114 HP)

2600 rpm 2600 rpm 2600 rpm

140 l/min (37,0 gal/min) 140 l/min (37,0 gal/min) 140 l/min (37,0 gal/min)
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VERSATILE
 AND FLEXIBLE
• A wide range of attachments: forks, loaders, lifting hooks, jibs with 

winches, grippers, material baskets, mixing buckets, concrete ladles, 
sweepers, salt spreader, snowplow blades.

• Automatic equipment recognition.
• Pre-arrangement for man basket: the remote control allows the 

operator to operate the boom and the aerial platform directly from 
the basket, in total autonomy and full safety.

COMFORT
 AND CONTROL
• Giugiaro Design cab: comfort with style in a clean and safe 

environment for the operator.
• More legroom for the operator and large windows.
• Integrated LED work lights for maximum visibility even at night.
• Rear-view mirrors that allow all-round visibility and optional 

cameras.

SCAN THE QR CODE FOR COMPLETE 
AND UPDATED DATA

For all other markets, 
scan the QR code

Data refers to the CE market only.
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Among Dieci’s construction telehandlers, this machine is designed 
to tackle great heights with maximum stability, e�ciency, and 
precision in any operating condition.
Equipped with a robust boom assembly and high tilting force, it 
ensures proven reliability even in the most intensive applications.
The boom suspension system drastically reduces oscillations, 
enhancing comfort and control.
Thanks to significant improvements in safety and performance, it 
optimizes time, costs, and production cycles, providing the operator 
with a high-performance telehandler.

360° SUSPENDED CAB

DISPLAY 7’’

PROPORTIONALLY CONTROLLED INDEPENDENT OUTRIGGERS

TRANSVERSE LEVELING DEVICE

RENTAL RANGE

EASY
 AND INTUITIVE
• New joystick, which incorporates the direction selector (reverse 

shuttle - FNR) for intuitive, precise and comfortable control.
• The advanced diagnostic system provides information on the 

operation of the electronic control.
• Dashboard with clear instrument panel and well-distributed controls.
• Arm too high function: speed of travel limited automatically when the 

boom is raised.
• Soft Motion System: boom movements are easier to control, with 

reduced speed when approaching physical limits or in pre-alarm 
conditions.

• Telematics kit, DTS, for remote machine monitoring.

• Shift On Fly Transmission: gear shifting without stopping, directly 
from the joystick.

• ECO function: maximum speed already at 2200 rpm, automatically 
managed by the control unit according to the power required by 
the operator.

• Creeper Function: adjustable forward speed via the accelerator 
pedal, with constant engine speed and oil flow for e�cient use of 
attachments such as sweepers.

• 2-speed hydrostatic transmission.
• Inching pedal for controlled forward movement.
• Reduced maintenance and downtime thanks to the lack of urea.
• Low fuel consumption, high e�ciency, and maximum performance 

in every operating condition.

PRACTICAL
 AND RELIABLE
• Four driving wheels and four steering wheels.
• Three steering modes which can be selected by the operator: 

concentric, front and crab.
• Anti-tipping system: aggravating movements blocked in the event 

of overload and load level always in evidence.
• Hydraulic control distributor-single joystick with proportional and 

simultaneous controls (Flow Sharing).
 


